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1 RSE REDUCER
SINGLE REDUCTION

MODELS 108 & 110

LOWER BEARING (202)

SHIM (21)

RETAINER (10)

SEAL (11)

PIPE PLUG (5)

BEVEL GEAR

TUBULAR DRIVE

KEY (205)

UPPER BEARING (201)

SLEEVE (24)

WASHER (23)

OIL GAUGE (22)
SHIM (107)

RETAINING RING (105)

SHIM (18)

LUBRICANT FITTING

SEAL (7)

LOCKWASHER (17)

CAP SCREW (16)

LOCKWASHER (13)

SOCKET HD.

SEAL (9)

CAP SCREW (12)

LOCKWASHER (13)

BEARING CAGE (8)

SHIM GASKET (20)

HOUSING (1)

STREET ELBOW (4)

BUSHING (3)

BREATHER ASS’Y (2)

SHAFT & PINION (103)

KEY (106)

INNER BEARING (101)

SPACER (104) OUTER BEARING (102)

*

* BEVEL GEAR AND PINION (ITEMS 103 & 204),
AVAILABLE IN MATCHED SETS ONLY.
NOT SOLD SEPARATELY.

LOCKWASHER (17)

CAP SCREW (16)

(204) *

CAP SCREW (14)

WHEN ORDERING PARTS, SPECIFY:
MACHINE SERIAL NO., ITEM NO.
AND DRAWING NO.
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